MIAMI

m MIAMI-DADE COUNTY
PRODUCT CONTROL SECTION

DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) 11805 SW 26 Street, Room 208

BOARD AND CODE ADMINISTRATION DIVISION Miami, Florida 33175-2474
T (786) 315-2590 F (786) 315-2599

NOTICE OF ACCEPT ANCE (NO A) www.miamidade.gov/economy

GAF

1 Campus Drive

Parsippany, NJ 07054

SCOPE:

This NOA is being issued under the applicable rules and regulations governing the use of construction materials. The
documentation submitted has been reviewed and accepted by Miami-Dade County RER - Product Control Section to be
used in Miami-Dade County and other areas where allowed by the Authority Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control Section
(in Miami-Dade County) and/or the AHJ (in areas other than Miami-Dade County) reserve the right to have this
product or material tested for quality assurance purposes. If this product or material fails to perform in the accepted
manner, the manufacturer will incur the expense of such testing and the AHJ may immediately revoke, modify, or
suspend the use of such product or material within their jurisdiction. RER reserves the right to revoke this acceptance,
if it is determined by Miami-Dade County Product Control Section that this product or material fails to meet the
requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building Code
including the High Velocity Hurricane Zone of the Florida Building Code.

DESCRIPTION: GAF EverGuard® and M-Weld® Edge Termination Systems

LABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state and following
statement: "Miami-Dade County Product Control Approved", unless otherwise noted herein.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no change
in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any product,
for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply with any section
of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by the
expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then it shall be done
in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors and
shall be available for inspection at the job site at the request of the Building Official.

This NOA consists of pages 1 through 12.
The submitted documentation was reviewed by Gaspar J Rodriguez.

NOA No.: 16-0315.04

Expiration Date: 10/18/17
Approval Date: 09/08/16
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ROOFING COMPONENT APPROVAL

Category: Roofing
Sub-Category: Termination Components
Materials: Steel, Aluminum

MANUFACTURING LOCATIONS:

1. Arden, NC

TRADE NAMES OF PRODUCTS LABELED BY APPLICANT:

Product Name

M-Weld® Snap-On Coping
(max. 6 in. face)

M-Weld® Snap-On Coping Plus
(max. 12 in. face)

EverGuard® Standard EZ
Fascia EX

EverGuard® EZ Fascia EX
Extender

EverGuard® EZ Fascia

EverGuard® Snap-On Fascia

M-Weld® Gravel Stop MB
Fascia — Type B

M-Weld® Gravel Stop MB
Fascia — Type G

MIAMI-DADE COUNTY
: APPROVED :

TABLE 1

Dimensions

Maximum length 10'
16" wide cap
6.0" face leg,
4.0" back leg

Maximum length 10'
16" or 32.75" wide cap
6.0" or 10.0" face leg,

4.0" back leg

Maximum length 10'
Maximum face width 8.75"

Maximum length 10’
Maximum face width 12.75"

Maximum length 10'".
Maximum face width 8.25"

Maximum length 10'".
Maximum face width 10.0"

Maximum length 10'
Maximum face width 6.25"

Maximum length 10'
Maximum face width 7.00"

Test
TAS 111 (C)

TAS 111 (C)

TAS 111 (B)

TAS 111 (B)

TAS 111 (B)

TAS 111 (B)

TAS 111 (B)

TAS 111 (B)

Product
Description

Decorative metal coping cap with
galvanized steel anchor/support
clips.

Decorative metal coping cap with
galvanized steel anchor/support
clips.

Decorative metal fascia with
continuous extruded aluminum bar.

Decorative metal fascia with
continuous extruded aluminum bar
with 24ga. galvanized steel
extender.

Decorative metal fascia with
continuous galvanized steel cleat.

Decorative metal fascia with
continuous galvanized steel spring
cleat.

Decorative metal fascia with
continuous galvanized steel anchor
cleat.

Decorative metal fascia with
continuous galvanized steel anchor
cleat.

NOA No.: 16-0315.04
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EVIDENCE SUBMITTED:

Test Agency Test Identifier Description Date

Underwriters Laboratories 05CA52277 TAS 111 08/09/06
10CA19486 TAS 111 04/29/10
09NK 05724 TAS 111 05/30/09
09NK 15606 TAS 111 02/10/10
11NKO03178 TAS 111 03/25/11

INSTALLATION:

Product Name Test Specification Product Description

M-Weld® Snap-On Coping TAS 111 (C) Decorative metal coping cap with galvanized

(max. 6 in. face) steel anchor/support clips.

M-Weld® Snap-On Coping (parapet wall coping) — Maximum length 10'. 16" wide cap, 6.0" face leg, 4.0" back leg,
20ga. galvanized steel hold down clip spaced 5'0" o.c. Installed with four 1.25" stainless steel hex head screws.

.050" aluminum coping cap — Rated: Outward 80 psf Upward 137 psf
24ga. galvanized steel coping cap - Rated: Outward 60 psf Upward 72 psf

M-Weld® Snap-On Coping TAS 111 (C) Decorative metal coping cap with galvanized

Plus (max. 12 in. face) steel anchor/support cleats

M-Weld® Snap-On Coping Plus (parapet wall coping) - Maximum length 10'. Cap width listed below, face leg length

listed below, 4.0" back leg, 16ga. galvanized steel hold down cleat spaced 40"o.c. Installed with four 1.25" stainless
steel hex head screws.

16" - .050" aluminum coping cap, 6.0" face leg — Rated: Outward 183 psf Upward 268 psf

16" - 24ga. galvanized steel coping cap, 6.0" face leg — Rated: Outward 98 psf Upward 138 psf

32.75" wide - .050" aluminum coping cap, 10.0" face leg — Rated: Outward 24 psf Upward 112 psf
32.75" wide - 24ga. galvanized steel coping cap, 6.0" face leg — Rated: Outward 86 psf Upward 98 psf

EverGuard® Standard EZ TAS 111 (B) Decorative metal fascia with continuous
Fascia EX extruded aluminum bar

EverGuard® Standard EZ Fascia EX (edge flashing) - Maximum length 10'. Maximum face width listed below, 0.070"

or 0.080" in 6061-T6 extruded aluminum retainer bar with snap-on fascia cover. Installed with 1.25" stainless steel
hex head screws 12" o.c.

3.75" face, .040" aluminum fascia, 0.070" extruded retainer — Rated: 275 psf
3.75" face, 24ga galvanized steel fascia, 0.070" extruded retainer — Rated: 237 psf
6.75" face, .040" aluminum fascia, 0.070" extruded retainer — Rated: 202 psf
6.75" face, 24ga galvanized steel fascia, 0.070" extruded retainer — Rated: 255 psf
8.25" face, .040" aluminum fascia, 0.080" extruded retainer — Rated: 184 psf
8.25" face, 24ga galvanized steel fascia, 0.080" extruded retainer — Rated: 334 psf

NOA No.: 16-0315.04
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EverGuard® EZ Fascia EX TAS 111 (B) Decorative metal fascia with continuous
extruded aluminum bar with 24ga.
galvanized steel extender

EverGuard® EZ Fascia EX Extender (edge flashing) - Maximum length 10'. Maximum face width 12.75". 0.070" in
6061-T6 extruded aluminum retainer bar with a 24ga. galvanized steel extender clip and a snap-on fascia cover.
Installed with 1.25" stainless steel hex head screws 12" o.c.

.040" aluminum fascia — Rated: 128 psf
24ga galvanized steel fascia — Rated: 164 psf

Extender

EverGuard® EZ Fascia TAS 111 (B) Decorative metal fascia with continuous
galvanized steel cleat.
EverGuard® EZ Fascia (edge flashing) - Maximum length 10'. Maximum face width 8.25". 20ga. galvanized steel cleat

with snap-on fascia cover. Installed with 1.25" stainless steel hex head screws 12" o.c.

.040" aluminum fascia — Rated: 205 psf
24ga galvanized steel fascia — Rated: 222 psf

EverGuard® Snap-On Fascia TAS 111 (B) Decorative metal fascia with continuous
galvanized steel spring cleat.
EverGuard® Snap-On Fascia (roof edge) - Maximum length 10'. Maximum face width 10.0". 24ga. galvanized steel

spring cleat with snap-on fascia cover. Installed with 1.5" ring shank nails 12" o.c.

.050" aluminum fascia — Rated: 150 psf
24ga galvanized steel fascia — Rated: 130 psf

M-Weld® Gravel Stop MB TAS 111 (B) Decorative metal fascia with continuous

Fascia — Type B galvanized steel anchor cleat.

M-Weld® Gravel Stop MB Fascia — Type B (gravel stop) - Maximum length 10'. Maximum face width 6.25". 24ga.

galvanized steel anchor cleat with fascia cover. Installed with 1.5" ring shank nails 4" o.c. staggered pattern on top
flange and 12" o.c. on cleat face.

.050" aluminum fascia — Rated: 190 psf
24ga galvanized steel fascia — Rated: 197 psf

M-Weld® Gravel Stop MB TAS 111 (B) Decorative metal fascia with continuous

Fascia - Type G galvanized steel anchor cleat.

M-Weld® Gravel Stop MB Fascia - Type G (gravel stop) - Maximum length 10'. Maximum face width 7.00". 24ga.
galvanized steel anchor cleat with fascia cover. Installed with 1.5" ring shank nails 4" o.c. staggered pattern on top
flange and 12" o.c. on cleat face.

.050" aluminum fascia — Rated: 139 psf
24ga galvanized steel fascia — Rated: 150 psf
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LIMITATIONS:

10.
11.

12.

13.

14.

All products listed herein shall be installed in accordance with the requirements set forth in RAS 111.
Maximum dimensions shall be as outlined in Detail Drawings herein.

All products listed herein shall be installed in conjunction with GAF’s required accessories including but not
limited to: miters, splice caps, splice plates, corners, end caps, pier caps, etc.

Downspout scuppers and spill out scuppers shall be fabricated and installed in accordance with RAS 111.
If required, install water cut-off as recommended by the membrane manufacturer and under the anchor bar.

Contractor shall check as-built conditions and verify roof edge details for accuracy to fit as built conditions
prior to installation. Installer shall comply with GAF’s published installation requirements.

Fasteners shall be GAF’s approved fasteners.

Fasteners shall provide a minimum pull out resistance of 240Ibf (109 kg) into the substrate being fastened into.
When tested in accordance with TAS 105.

No exposed fasteners shall be permitted.
All fasteners shall be of compatible materials

Finishes shall be natural aluminum mill finish, or pre-coated Kynar 500. All coatings shall be in compliance
with the Florida Building Code (FBC).

The maximum design pressures listed herein are applicable to the perimeter areas of the roof. Increased design
pressures for corner areas, in compliance with applicable building code may be met through rational analysis
by increasing the number of attachment points in these areas. The maximum fastener spacing noted in the
“Systems Description” section of this approval shall not be exceeded. All rational analysis computations shall
be prepared, signed and sealed by a Florida Registered Professional Engineer, Registered Architect, or
Registered Roof Consultant.

All products listed herein shall have a quality assurance audit in accordance with the Florida Building Code
and Rule 61G20-3 of the Florida Administrative Code.

All approved products listed herein shall be labeled and shall bear the imprint or identifiable marking of the
manufacturer's name or logo, city, state and following statement: "Miami-Dade County Product Control
Approved" or the Miami-Dade County Product Control Seal as shown below.

MIAMI-DADE COUNTY
: APPROVED :

NOA No.: 16-0315.04
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M-Weld® Snap-On Coping (max. 6 in. face)

(6" < Wall < 20")

— 1-172" 55 RING SHANK NAIL PROVIDED
{2 PER CLEAT FACE & 2 PER SPLICE FACE)

SMNAP-OMN COFING CAP - 1 LENGTHE
r — 20GA, GALY. GLIF 12" WIDE
|

807 0.C. (40" O.C, FORWALLS = 18™ WIDE)
— CONCEALED 6™ WIDE SPLICE
' WITH PREFORMED CHANNEL

FOR WATER CONTROL
f 0
] W
Max=12' Blw ="k = Pt | | MIN=2 172"
T |-—~*’ l"n ng I" T | fMAx=E
—5 / ' #ax1-12'SSSCREW | |
é wi WASHER PROVIDED | N 3

|

{MIN. 4 PER GLEAT} /

HE® ALLOWANCE
FOR WALL VARIATION

* Minkmiem 4 172" face requined
for proper coverage of Zx nailer

|
{Maximum wall thickness)
MIN = 5"
MAX = 207

M-Weld® Snap-On Coping (max. 6 in. face)

(20" < Wall < 32")

— 1-1/2" 35 RING SHAMK MAIL PROVIDED

|

-—

{2 PER CLEAT FACE & 2 PER SPLICE FACE)
T SNAP-ON COPING CAP - 107 LENGTHS

40" Q.0

! —— 20GA. GALV. CLIP 12" WIDE

— COMCEAL ED 6" WIDE SPLICE

f

WITH PREFORMED CHAMMEL
FOR WATER CONTROL

k

1 38

— 1|

L

|| i =212

Face Heighl - 7

40 X 1-1/2" 55 SCREW

wi WWASHER PROVIDED P

(MIM. 4 PER CLEAT) ——
]

MAK w5

ol

3" ALLOWANCE
FOR WALL VARIATION
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S P IR
{ Marmuem wall thickness)
Wi =20
Mo m 32

NOA No.: 16-0315.04
Expiration Date: 10/18/17
Approval Date: 09/08/16
Page 6 of 12



M-Weld® Snap-On Coping Plus (max. 12 in. face)
(6" <Wall <20")

1-1/2° 58 RING SHANE NAIL PROVIDED
(2 PER CLEAT FACE & 2 PER SPLICE FACE])
SMAR-ON COPING GAF - 10° LENGTHS
16GEA, GALY. CLIP 127 WIDE
G60° L. (D7 0.5, FOR WALLS = 16" WIDE}
COMGEALED 6° WIDE SPLICE
WITH FREFORMED CHANNEL
FOR WATER COMTROL

x
i
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iMIN, 4 PER CLEAT]

é}_ H49 ¥ 112" 55 SOREW .\-
Sl

g |

HE ALLOWANCE
| FOR WALL VARIATION

(B aximum wall thickness)

M-Weld® Snap-On Coping Plus (max. 12 in. face)
(20" < Wall < 32")

115" S5 FM G Grs R ML PROVIDED

(2 FERLCLEAT F&LE & I PER SFUICE FaCE) COMCESM ED & WADE E-LICE
SMBR.ON SOFNG CAP - {0 LENGTHE WITH PREFOARED CHAMKNEL
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3/4"

EverGuard® Standard EZ Fascia EX

FORMED FASCIA COVER IN 10" LENGTHS

“A“
FACE HEIGHT
||C||

COVERAGE

RETAINER SPLICE GASKET (6" long)
21/4 032 RETAINER SPLICE (5" long)
: / / ROOF MEMBRANE

[
BLOCKING AND MECHANICAL
FASTENERS BY CONTRACTOR

1/2"

MIAMI-DADE COUNTY
: APPROVED :

1/2"

|
#10X 1%"S.S. SCREWS @ 12" 0.C.

PROVIDED

CONCEALED JOINT SPLICE

\ EXTRUDED ALUMINUM

RETAINER

|

MNote: Coordinate Installation with Membrane MFR.

NOA No.: 16-0315.04
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EverGuard® EZ Fascia EX Extender

FORMED FASCIA COVER
21/4" 10-0" LENGTHS

EXTRUDED ALUM RETAINER
100" LENGTHS

BLOCKING AND MECHANICAL
. FASTENERS BY CONTRACTOR

Ha AR

BT O

= FACE -1 %"

#9 x 1 1/2" STAINLESS STEEL SCREW
WITH WASHER @ 12" CENTERS
THRU PRE-FUNCHED HOLES

!
|5-. CONCEALED JOINT SPLICE

24 GA. GALV. EXTENSION CLEAT
B 12" 10-0"LONG

*FACE HEIGHT (5 %" - 13"}
COVERAGE

NOA No.: 16-0315.04
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EverGuard® EZ Fascia

2 1/4"

SNAP-ON FASCIA COVER 100" LENGTHS &

|
11/4"
| /_ CONCEALED 4" WIDE SPLICE PLATES

STD. 20 GA. GALV. STEEL RETAINER OR
CPTIONAL .050" ALUM. RETAINER

11|

T

1 3/4"

AL

IIAII
FACE HEIGHT

SRV

IICII
COVERAGE

BLOCKING & MECHANICAL FASTENERS
BY CONTRACTOR

WATER CUTOFF SEALANT BY CONTRACTOR

#10 X 1 %" S.S. HEX HEAD FASTENERS @ 12”
S |,.._ 0.C. PROVIDED PROVIDED

NOTE: SECOND ROW OF FASTENER HOLES PROVIDED
FOR 6" FACE SIZE AND LARGER.

EverGuard® Snap-On Fascia

EXTERIOR FASCIA IN 10" LENGTHS

CONCEALED 4"WIDE SPLICE PLATES

SINGLE-PLY ROOFING MEMBRANE

WILL PROVIDE ADDITIONAL TOP
SCREWS FOR FACE SIZES OVER 10"

212"

CONTINUOUS GALVANIZED SPRINGCLIP
IN 10-0" LENGTHS

NOTES:
1. EXTRUDED FASCIA |15 AVAILABLE IN A SLIGHTLY DIFFERENT PROFILE
2. COORDINATEINSTALLATION WITH MEMBRAME MANUFACTURER.

|
‘%i\_ BLOCKING & MECHANICAL FASTENERS
BY CONTRACTOR
112" RING SHANK NAILS @ 12"

0.C. PROVIDED

A
FACE HEIGHT

n
COVERAGE ‘ CANT HEIGHT

N

5/8" | _

NOA No.: 16-0315.04
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M-Weld® Gravel Stop MB Fascia — Type B

g

4 3/18"

MIN. FLANGE

FORMED MBED FASCIA
/w 10' LENGTHS
CONCEALED 6" JOINT SPLICE

A
FACE

MIAMI-DADE COUNTY
: APPROVED :

1/4"

CONTINUQUS 24 GA. CLEAT

\ BLOCKING & MECHANICAL

FASTENERS BY CONTRACTOR

1 1/2" RING SHANK NAILS
PROVIDED 4" O.C. STAGGERED
PATTERN ON TOP FLANGE AND 12"

O.C. FOR FACE OF CLEAT

SECONDARY FASTENER FOR
FACE SIZES 5 /" AND LARGER

NOA No.: 16-0315.04
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M-Weld® Gravel Stop MB Fascia - Type G

|IBI|
FORMED MBED FASCIA
" 43/16" IN 10' LENGTHS
1.D. MIN. FLANGE
|
/ /7 CONCEALED 6" JOINT SFLICE
A - Fo——
e — B

g?{— CONTIN. 24 GA. CLEAT
“—‘_‘\\\M

|
N BLOCKING & MECHANICAL
FASTENERS BY CONTRACTOR
| 1 1/2" RING SHANK NAILS PROVIDED
r é// @ 4" 0.C. STAGGERED FATTERN ON

- TOP FLANGE AND 12" O.C. FFOR FACE
OF CLEAT
SECONDARY FASTENER FOR

FACE SIZES OVER 6"

A
FACE

END OF THIS ACCEPTANCE
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